POST TRIP INSPECTION
A. SECURING YOUR BUS AFTER THE ROUTE/TRIP

AT THE COMPLETION OF A ROUTE OR TRIP, ALWAYS DO THE FOLLOWING:

1. Use the air brake valve to bleed the air brakes until the spring brake is activated.

2. Turn the front wheels away from the curb when parking on level ground or upgrade; turn the front wheels toward the curb when parking on downgrade.

3. Set your parking brake.

4. Let the engine idle cool down.  This is very important for diesel engines.

5. Check your gauges.

6. Leave the tank at least one-half full of fuel.

7. Turn off all fans, radios, cameras, and other equipment.

8. Turn off ignition and remove the keys.

B. POST-TRIP INSPECTION

1. WALK THE BUS—Walk to the back of the bus to check for sleeping children.  Check carefully under and on all seats.  There is NO excuse for leaving children on a bus.  It is YOUR responsibility to see that no child is left behind.  Failing to check your bus can result in your termination.  It is a Class 4 felony if you are convicted of leaving a child on a school bus.

2. Check for damage inside the bus.

3. Check the inside of the bus for left articles and store them until they can be returned.

4. Sweep the floor and steps of the bus.

5. Check the seats, windows, and interior walls for damage and report and clean as necessary.

6. Secure the emergency door and windows.

7. Walk around the exterior of the bus noting any changes in the bus or at the parking location.

8. Check for any leaks

C.  Post Trip and Post Run Segment Checks
REPORT ANY MECHANICAL PROBLEMS IMMEDIATELY.

